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ID20 netw

ork connection

O
ne of the follow

ing netw
ork cards can be installed to allow

 operation of the ID
20-... in a

netw
ork.

W
ith Ethernet one of the

3 versions 10 base 2,
10 base T or 10 base 5
is possible.

1

Token ring

Arcnet

Ethernet

ID
20

ID
20

ID
20

Coax BN
C

8-pin
RJ45

Tw
isted pair cable
5 m

 or 20 m

15-pin
SubD

AUI cable
5 m

 or 20 m

Ethernet

Ethernet
10 base T

Ethernet
10 base 2

Ethernet
10 base 5

Arcnet
Coax BN

C

Token ring

Adapter, 5-pin

3
Pin assignm

ent

Pin assignm
ent AUI

Pin 1
collision –

Pin 2
collision +

Pin 4
transm

it +
Pin 6

receive +
Pin 7

receive –
Pin 8

pow
er

Pin 9
pow

er return
Pin 10

collision shield
Pin 12

transm
it –

Pin assignm
ent tw

isted pair
Pin assignm

ent tw
isted pair

Pin assignm
ent tw

isted pair
Pin assignm

ent tw
isted pair

Pin assignm
ent tw

isted pair
Pin 1

TX +
Pin 2

TX –
Pin 4

RX –
Pin 12

RX +

Pin assignm
ent token ring

AU
I

Tw
isted pair

Token ring54

12
3

S
older side 

1
red

S
tation receive

2
green

S
tation receive

4
orange

S
tation transm

it
5

black
S

tation transm
it

S
hield

S
hield

1
9
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12
4

6
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8
10

1
2

12
4
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2
Installing netw

ork cards

D
isassem

bly
•

Sw
itch off term

inal, disconnect pow
er

plug.
•

Unscrew
 2 screw

s on underside of cover
at front.

•
Lift off cover and place face dow

n in front
of term

inal on a clean, soft support.
•

D
isconnect graphics ribbon cable or LCD

adapter board (5).
•

D
isconnect CAN

 bus cable at pow
er

supply board and backlighting board (2,
4).

•
D

isconnect keypad extension cable (3).
•

Unscrew
 guard plate of pow

er supply and
disconnect fan cable (1).

•
If need be, m

ove all interface cables to
the right.

•
Undo ring nuts for scale connection 1,
keypad, CO

M
1 and CO

M
2 at the rear of

the term
inal.

•
Unscrew

 backplane and lift out com
plete

w
ith holder and plug-in cards.

•
Unscrew

 spacer bolt on the left.
•

Rem
ove heavy gauge nut and dum

m
y

stopper at the rear of the term
inal.

Installing connection socket board
(for Ethernet 10 base T, Ethernet 10 base
5 and token ring).
•

Unscrew
 ring nut (6) from

 the interface
connection socket.

•
Lead interface connection socket out-
w

ard, screw
 on ring nut (6) from

 the
outside 

and 
tighten. 

Ensure 
correct

seating of the rubber ring seal.
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Installing coax connector
(for Ethernet 10 base 2 and Arcnet)
•

Unscrew
 ring nut (6) from

 the interface
connection socket.

•
Lead netw

ork link cable w
ith spring w

as-
her (7) and rubber w

asher (8) outw
ard.

•
Attach nut (10) and reducer (9) to rear of
term

inal and tighten. Ensure correct
seating of the reducer.

Installing netw
ork card

•
Engage netw

ork card securely w
ith the

backplane.
•

Slide slotted plate of netw
ork card into

fastening plate and secure w
ith a screw

.
•

Screw
 spacer bolt onto threaded bolt.

Final assem
bly steps

•
Insert backplane w

ith plug-in cards in the housing.
The tw

o side fastening plates m
ust be exactly level w

ith the top edge of the bottom
housing.

•
Tighten 4 ring nuts at rear of term

inal. Ensure correct seating of the rubber ring seals and
spacer w

ashers.
•

Fasten backplane w
ith screw

 to the spacer bolt.
•

Plug netw
ork link cable into netw

ork card.
•

Plug in all cables.
•

Install guard plate of pow
er supply.

•
Engage cover from

 the back w
ith the 2 screw

s and fasten underside of cover at the front.
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4
Softw

are installation

Ethernet
The drivers for the Ethernet netw

ork cards are already installed in the ID
20 W

eighing
Term

inal in the directory C:\3CO
M

.

Arcnet and token ring
The drivers for these netw

ork cards m
ust be installed from

 the enclosed diskette, see
m

anual of the netw
ork card.

5
Optional equipm

ent

Boot ROM
For pow

erup of the ID
20 W

eighing Term
inal

via Ethernet

AUI cable
AUI cable
AUI cable
AUI cable
AUI cable
For Ethernet 10 base 5,
15-pin D

-subm
iniature

5 m
20 m

Tw
isted pair cable

For Ethernet 10 base T, 8-pin RJ45
5 m
20 m

Adapter
For token ring, 5-pin

O
rder N

o.
O

rder N
o.

O
rder N

o.
O

rder N
o.

O
rder N

o.

207585

205683
207565

205247
208152

505923
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