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NOTES: CONCRETE NOTES: NOTES FOR HAZARDO

1. FOUNDATION LENGTH DIMENSION SHOWN IS NOMINAL. ACTUAL TOLERANCE 1. USE 4000 PSI CONCRETE AT 28 DAY AGE. AIR ENTRAINMENT SHALL BE 57%Z-77. l. THE HAZARDOUS AREA W
IS -0 +1" MAXIMIUM AGGREGATE SIZE IS 374". MAXIMUM SLUMP AS PLACED SHALL BE 4". SPECIFIC FOR THE SUP

G AND

VOLTAGEMAND THE INDICATOR USED.

IT MUST BE JINCL 0 NTRINSICALLY SAFE COMPLIANCE 1IN
2. APPLY LOCTITE #242 TO ALL GAP COVER BOLTS 2. CONCRETE SHALL BE DIRECT CHUTE PLACED AND THOROUGHLY CONSOLIDATED HAZARDOUS [NQELAT
USING A SPUD TYPE VIBRATOR.
3. APPLY A 1/4" BEAD OF DIELECTRIC COMPOUND IN THE MALE CONNECTOR OF IMPORTANT .
POWER CELL BEFORE FINAL CONNECTION. 3. USE OF CALCIUM CHLORIDE ADMIXTURE IS NOT PERMITTED. .
THE INTERIOR SURFACE OF ALL LOAD CELL
4. IF DIELECTRIC COMPOUND BECOMES CONTAMINATED, CLEAN CONNECTOR WITH 4. AFTER FINISHING., A STYRENE BUTADIENE TYPE (307 SOLIDS MIN) CURING RECEIVERS (BOTH TOP AND BOTTOM) MUST BE
68004258 CONNECTOR CLEANER. REAPPLY NEW COMPOUND TO THE CONNECTOR. COMPOUND SHALL BE APPLIED. EXAMPLES: SUPER FLOOR COAT OR SUPER GREASED WITH 68004326 DURING CELL
PLOICURE BY EUCLID: MASTER SEAL 66 BY MASTER BUILDERS. 2 INSTALLATION.
5. REFER TO METTLER TOLEDO SPECIFICATION TN201832 FOR FURTHER A N.
6. ESTIMATED CONCRETE PER MODULE IN CUBIC YARDS. (REF ONLY) 15 l 68004258 MTX CLEANER. CONNECTOR
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