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LT IS GIVEN W ITHOUT RISER BASEPLATES.
DIMENSION “B” AND WEIGHT W ILL VARY W ITH
THE HEIGHT OF RISERS USED, AS FOLLOWS:

10" 70" 27 £v2° WALL TO WALL 10 L8 -~ wol
NO RISERS 307 120
3" RISERS 337 128
6" RISERS 367 134
T - Lic . Cic . Lic » e
6 7 76 176 7 6 TOTAL WEIGHT: I N\ 1107
[A [ D A AD J 5 [ 24 [ 11 | #5 [APPROACH TO END TIES| 28.00 |%30.00 [® 120
| > Lo | 26 | ST3| #5 [APPROACHES, LONG. 14,00 238
Yz lr 3 | 20 [ST2| #5 |APPROACHES, LATERAL | 132.00 230
G - - - - T J[ - - - - - - 7 - - - - - - - b 2 | 2 [sT2| # [ENDS, LATERAL 132.00 23
SR | IR SR T > 1 1 30 | ST1| # |FOOTERS, LATERAL 132.00 496
| ITEM| QTY | SYM [SIZE DESCRIPTION A B |WEIGHT
1" 6" 9" 9" ¢ -¢ B B B N B B B B B B B B K B B B i i B B B B i B B N
A | A
N | |)
- _ _ _ 1 N\ _ _ _ _ _ _ [ _ _ _ _ _ _ _ _ _
Ery -1/2 ] i\ /\\ i’
\WWF | _>J
LOCATAE NEAR FOUNDATION \
EDGE (FOR ACCESS):
NEAR A LOAD CELL. |
o S ROTE AT 1-1/2” DIA. STEEL CONDUIT
(FOR INSTRUMENT CABLE)
S(TBROAT',EHETND%MP DO NOT RUN CONDUIT UNDER | |
SEE NOTE 7 ANCHOR LOCATIONS. OPTIONAL W ASHOUT SLABS
LEVEL #x SEE NOTE 11 #x (AT OR ABOVE LOCAL GRADE) LEVEL APPROACH
—A\— SR I (e 4 | i e SR
JI RV, <A A - 4w AW\ Wi\ Wi\ A= Pl A A R W, W
X i Y
- | 37 4 SEE NOTE 9
(SEE MATERIAL SUMMARY) - AEL éUUTERS) ( ) A-A EXPANSION JOINT (TYP)
0 UMPER PLATE DETAIL MATERIAL SUMMARY* | FOOTER DEPTH: “X” INCHES
(INCLUDES FOOTERS & APPROACHES) (24 INCH MINIMUM)
AN[HUR HUOK (TYP) /’]6‘/ TYP (DOES NOT INCLUDE SCALE DECK) 2& 36 AB 60 72
@FND FORMED 1/4 X 1 FLAT CONCRETE (CU. YDS) |22.4129.5]36.6|43.7/50.8
L |
\ + *IF OPTIONAL W ASHOUT SLABS ARE USED, ADD:
3 L5° TYP /\> 642 SQ. FT. OF WWF: 6X6_W1.LXW 1.4
_ | 2* / 6" AN o 7.9 CU. YD. OF CONCRETE
. NOTES
l | - \—FAEE oF
T T o T e s T L T o T 3767 END W ALL 1) FOUNDATION REQUIRES MINIMUM 3000 PSI STRENGTH CONCRETE AT 28 DAYS WITH 5-7%
IR (L R PR ¢ 12 S PRI ¢ FoYSCUE ST I (AN CEE I ¢ 12Y SOl N =N AIR ENTRAINMENT. SPECIFICATIONS FOR SCALE DECK CONCRETE ARE FOUND ON
B S R S TS s S CRE RIS s S 110 CORRESPOND ING GENERAL LAYOUT DRAW ING.
e Qe A A s A ' 2)  USE MINIMUM 60KS! YIELD DEFORMED REINFORCING STEEL. REBAR MINIMUM DEPTH OF
COVER SHOULD BE IN ACCORDANCE W ITH THE LATEST ACI BUILDING CODE REQUIREMENTS
‘ RECOMMENDED BUMPER PLATES (TWO EACH END) FOR STRUCTURAL CONCRETE (ACI 318-SECTION 7.7) UNLESS OTHERW ISE SPECIFIED.
J J MATERTAL: HR STEEL (BY OTHERS 3) FOUNDATION REQUIRES 2500 PSF RATED SOIL FOR HIGHWAY TRUCK APPLICATIONS.
- L) TOP OF CONCRETE AT BASEPLATE LOCATIONS TO BE LEVEL AND IN ONE PLANE 41/8”
1:10 5) DIAGONAL MEASUREMENTS ENDWALL TO ENDWALL MUST BE EQUAL W ITHIN 1/27.
6) BASEPLATE ANCHORS TO BE SUPPLIED BY METTLER-TOLEDO. USE BASEPLATES AS
ANGLE 2 X 2 X 1/4 W ITH ANCHOR HOOKS TEMPLATES TO LOCATE ANCHORS DURING SCALE INSTALLATION.
(REF BUMPER PLATES) ON 12“c/c. 7) RAMP LENGTH:  -PER LOCAL REGULATIONS
/ \ _1/2” SLOPE PER FOOT TYPICAL
) ) ) 8) BOTTOM OF FOOTER MUST BE BELOW LOCAL FROSTLINE.
o 127 TYP 12 t/t@ et e LOEALIONS, fotg AT 2X @916 THRU 0 9) FOOTER HEIGHT “Y” CAN BE VARIED TO SUIT LOCAL CLEARANCE REQUIREMENTS.
THUS. NO RISER: H = 115 (AS SHOWN) 6 ST1e 6" - o TOP OF FOOTER AT GRADE LEVEL, i.e. FLUSH W ITH WASHOUT SLABS, PROVIDES
. Y T o IR 6" STANDARD 3“ CLEARANCE BETWEEN BOTTOM OF WEIGHBRIDGE AND W ASHOUT SLABS.
10 8 12 TYP 37 RISER: H = 14.5
€ ¢ FooTER 4" RISER. H = 175 SPACE REBAR TO AVOID ANCHORS. ) 10) OPTIONAL: 6” OF GRAVEL MAY BE USED UNDER APPROACHES TO IMPROVE DRAINAGE.
' - (TYPICAL ALL BASEPLATE LOCATIONS) 2-1/2 NO 11) CONDUIT LOCATION VARIES BY APPLICATION. DO NOT RUN CONDUIT UNDER BASE PLATE
4 ¢ * LOCATIONS. CONDUIT MAY BE RUN ALONG THE SIDE OF THE FOUNDATION FOR ACCESS.
, ) LC & FOOTER \,/ SCALE WILL BE APPR. 6" INWARD FROM EDGE OF FOUNDATION/FOOTERS. THERE IS A
N-172 2 f2—3/4 REF —  =—6-3/16" REF e ] NOMINAL 3” OF CLEARANCE BETWEEN BOTTOM OF SCALE AND PIER. (CONDUIT PLACEMENT
f | Laa . T / s Typ /S TO CONFORM TO ANY LOCAL CODES.
R I \ N TYP 12) CONTRACTOR SUPPLIES:
L o |0 o o e N e e e _EXCAVATION _CONCRETE AND FORMS
\ | C B DV — SMPER PLATE DETAIL _REINFORCING STEEL “11/2” DIA CONDUIT
o S N A /e — _CURB ANGLE ASSEMBLIES ~ -BUMPER PLATE ASSEMBLIES
e AB | A o o (SECT C-C) (VIEWS J-J & N=-N)
[-C 0-D METTLERTOLEDO [ comn on [ o e |5 —
350 350 Refer to protection notice IS0 16016 / Schutzvermerk IS0 16016 beachten | Note Replaces| -
Description No 61810527 ERP No ERP Rev
REV | ZONE DESCRIPTION BY APPVD |AGENCY| E.R. NO. DATE VTC1SX FDN VF 70X11 W/RSR Rev
[ﬁ[} RECORD OF CHANGES Model: DO00671402 Rev: A |Drawing: D000671402 Rev: A S’ra’rus:| Units: INCH 1/1
1 2 3 A 5 6 / 8 | 10 Kl | 12 | 14 | 15 6 Creo V1.0
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